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FEATURES

COMPARTMENT LIGHTING

Fluorent Plus™ Series®

Fluorent Plus Series lighting 
utilizes two Super-LED diodes 
per inch, providing bright 
illumination without taking up 
valuable compartment space. F18PC

• 120° Super-LED light assemblies
• Hard-coated lens tubes minimize  
environmental damages 

• Includes “C” clips for snap-in mounting and  
“P” clips for fixed mounting

• Clear light tube can be rotated to direct light when 
mounted via “C” clip

• Rubber end caps provide a superior sealed fit around 
light tubes and wires to ensure moisture resistance

• Redesigned interlocking PC board and  
connectors provide vibration resistance

• Designed for interior or exterior applications

          WARNING: This product may contain chemicals known to the State of California to cause cancer and birth 
defects or other reproductive harm. For more information, visit whelen.com/regulatory.

Code No. P12425F - 8/2023

MODELS

SPECS

Dimensions:   3/4” (19mm)
Warranty:  5-Year warranty

Model Length Amps Lumens Candela

F09PC 9” (23cm) .120 90 30
F18PC 18” (46cm) .240 180 60
F27PC 27” (69cm) .360 270 90
F36PC 36” (91cm) .480 360 120
F45PC 45” (114cm) .600 450 150
F54PC 54” (137cm) .720 540 180
F63PC 63” (160cm) .840 630 210

F36PC

F27PC


