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FEATURES

MINI LIGHTBAR

Mini Century™

The Mini Century lightbar is 
a reliable, compact version 
of Whelen’s efficient Century 
lightbar. Available in three 
lengths, the versatile Mini 
Century is easy to operate and 
service.

MC16MA

•	Fully populated, preconfigured lightbars
•	Four corner Linear-LED® modules
•	Two, four, or eight TIR6™ inboard  
modulesbased on length

•	Hard-coated lenses minimize environmenta damage 
from sand, sun, salt, and  
roadchemicals

•	Available in magnet, magnetic/suction, 
permanent, and stud mount

•	Magnetic and magnetic/suction mountmodels are 
supplied with a 10’ straightcable and cigar plug with 
On/Off switch withLED “On” indicator, and Scan-Lock™ 
patterncontrol switch

•	Permanent mount models are supplied witha 12” 
pigtail

•	Standard current switching with 17  
Scan-Lockflash patterns and pattern override

•	Color outer dome on solid Amber, Blue,or Red 
models, Clear dome available

•	Clear outer dome on split Red/Blue or  
Amber/White models

•	Clip-Lock™ system allows easy removal  
oflightbar domes for service, without  
compromising the weather resistant seal

•	Extruded aluminum platform for long  
lifereliability

•	Compression fit gasket provides  
superiormoisture resistance

          WARNING: This product may contain chemicals known to the State of California to cause cancer and birth 
defects or other reproductive harm. For more information, visit whelen.com/regulatory.

Code No. P12540J - 7/2023

Replace * symbol in model number: D-Red/White, E-Blue/White, 
F-Amber/White, H-Green/White, J-Red/Blue, K-Red/Amber,  
M-Blue/Amber

The use of magnetic or vacuum/suction mounted beacons mounted on the roof or exterior of a 
vehicle in motion is at the sole discretion and risk of the user

MC11P* Permanent mount - 11” (280mm) L

MC11M* Magnetic mount - 11” (280mm) L

MC11S* Stud mount - 11” (280mm) L

MC16P* Permanent mount - 16” (406mm) L 

MC16M* Permanent mount - 16” (406mm) L

MC16V* Magnetic/suction mount  - 16” (406mm) L

MC16S* Stud mount  - 16” (406mm) L

MC16PJ Permanent mount, driver side Red, passenger side Blue, Clear 
dome  - 16” (406mm) L

MC16MJ Magnetic mount, driver side Red, passenger side Blue, Clear 
dome  - 16” (406mm) L

MC16VJ Magnetic/suction mount, Driver Side Red, passenger side Blue, 
Clear dome  - 16” (406mm) L

MC16SJ Stud mount, driver side Red, passenger side Blue,  
Clear dome - 16” (406mm) L

MC16PF Permanent mount, driver side Amber, passenger side White, 
Clear dome  - 16” (406mm) L

MC16MF Magnetic mount, driver side Amber, passenger side White, Clear 
Dome - 16” (406mm) L

MC16VF Magnetic/suction mount, driver side Amber, passenger side 
White, Clear dome  - 16” (406mm) L

MC16SF Stud mount, driver side Amber, passenger side White, Clear 
dome  - 16” (406mm) L

MC23P* Permanent mount - 23” (584mm) L

MC23M* Magnetic mount - 23” (584mm) L

MC23V* Magnetic/suction mount  - 23” (584mm) L

MC23S* Stud mount  - 23” (584mm) L

MODELS

SPECS
Voltage: 	  12 VDC
Certifications: SAE Class 1 Certified 
Dimensions:   Standard Lengths: 11” (280mm), 		
	          16”(406mm), 2-3/8” (61mm) H x 
	          12.1” 7-3/4” (197mm) W
Warranty: 	  5-Year warranty


