Strip-Lite Plus

COMPARTMENT LIGHT

Introducing Whelen’s Strip-Lite Plus Compartment Light, featuring all-new advanced optics and
patent-pending Water Block Technology for optimal durability. Engineered for mounting versatility,
the sleek Strip-Lite Plus Compartment Light is available in High or Low intensity models.
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FEATURES -
« Available in High or Low intensity models . x
«Low current consumption PSCOMPL l(.;(t)glz?t;lment Hoht, Low E
«Hard-coated lenses minimize environmental damage from sand, : : Z
sun, salt, and road chemicals PSCOMPH Compartment Light, High Black ®
«Durable Black or Chrome flange easily surface mounts with Intensity Flange b
two screws PSCOMPH4 Compartment Light, 24 VDC, in w
- Symmetrical center positioned wire exit High Intensity Only z
- Rated IP67 for dust and water resistance ﬂ
«Includes a 12” pigtail OPTIONS w
+12 VDC and 24 VDC T
«High Intensity Models:  0.80 amps average, 12V - 1000 Lumens PSBKT45 45° Mounting Bracket =
0.40 amps average, 24V - 1000 Lumens ;
«Low Intensity Models: 0.40 amps average, 12V - 500 Lumens PSBKT2 Mounting Bracket/Guard
«Dimensions: 0.525” (1.33cm) H, 1.68” (4.27cm) W, 11.11” (28.21cm) L PSFC Chrome Flange

«Weight: 0.30 Ibs
- Five year warranty

A WARNING: This product may contain chemicals known to the State of California to cause cancer and birth

defects or other reproductive harm. For more information, visit whelen.com/regulatory. \ \ \ \ \ \ \ '
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