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FEATURES

TANK LIGHT

Strip-Lite™ Plus XL

Introducing Whelen’s Strip-Lite Plus XL Tank Light, featuring all-new advanced optics for  
high intensity light output and patent-pending Water Block Technology for optimal durability. Engineered for 
mounting versatility, the sleek Strip-Lite Plus XL Tank Light provides  
consistent intensity between colors when measuring the volume level in ¼ increments. 

•	The current volume level features full intensity  
illumination, while the rest of lighthead is ghosted

•	Low power mode
•	Low current consumption
•	Hard-coated lenses minimize environmental  
damage from sand, sun, salt, and road chemicals

•	Durable Black or Chrome flange easily  
surface mounts with two screws

•	Symmetrical center positioned wire exit
•	Rated IP67 for dust and water resistance 
•	Includes a 12” pigtail
•	12 VDC
•	0.8 amps peak
•	Dimensions:  
0.85” (2.16 cm) H, 2.34” (5.94 cm) W, 11.14” (28.29 cm) L

•	Weight: 0.575 lbs
•	Five year warranty

PSTANK2 Tank Light, requires customer-supplied 
sensors Black Flange

PSXLFC Chrome Flange

PSXLBKT2 Guard for One Light

OPTIONS

PSTANK2 showing 
the volume level in 

¼ increments

Optional 
Chrome 
flange


