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FEATURES

SELF-CONTAINED WARNING SIGNALS

Racetrack Series

• Twelve 400 Series Super-LED® lightheads and one 
Super360-LED™ beacon

• Includes signal unit, control box, and 20’ of 
interconnect cable

• Super-LED lightheads are fully encapsulated for 
moisture, vibration, and corrosion resistance

• Hard-coated lenses minimize UV and  
environmental damage

• 0.3 Amps for steady Green
• 0.3 Amps for steady Red
• 1.3 Amps for flashing Amber
• 120 VAC
• Lighting dimensions: 31.75” (806mm) W x 
  12.38”  (238mm) H x (314mm) D x 9.38” 
  (beacon adds 4.5” (114mm) to H)
• Control box dimensions: 10” (254mm) W x 
  12” (305mm) H x 6” (152mm) D

Whelen’s Racetrack signals are durable, weather-resistant products with superior warning and signalling 
capability. Super-LED® lightheads enhance driver safety while controlling the action on the track. Whelen’s 
name is well known within NASCAR®, SCCA, ARCA®, IndyCar, IMSA®, and others as the leader in visual 
warning safety products.

RTCNTL Control Box Assembly (Model RTLAGR required)

RTLAGR Light Assembly - Amber, Green and Red 
(Model RTCNTL required) 

RTCNTL

RTLAGR


