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FEATURES

LIGHTHEAD

M6 EZ SCENE LIGHT™

M62SLC

• Hard-coated lenses minimize environmental  
damage from sand, sun, salt, and road chemicals 

• Conformal coating protects electronics from  
moisture and provides vibration resistance 

• Gradient Opti-Scenelight™ technology enables  
efficient use of light 

• Multiple turn-on styles ranging from instant to  
gradual (Slow, Medium, Fast, Instant)

• Three low-power settings provide situation-specific 
lighting for a variety of scenarios 

• Surface mount 
• Includes a 6” pigtail 
• Available with a Black or Chrome flange 

M62SLC M6 EZ Scene Light Chrome 

M62SLB M6 EZ Scene Light Black 

          WARNING: This product may contain chemicals known to the State of California to cause cancer and birth 
defects or other reproductive harm. For more information, visit whelen.com/regulatory.
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MODELS

With a unique lens shape and patented 
Linear-LED®designed reflector assembly, 
M Series™ lightheads are completely 
illuminated for unmatched high-intensity 
illumination and low current consumption.

SPECS
Current:   12.8V - 2.0A | 25.6V - 1.0A
Certifications: IP67 Rated 
Warranty:   10 year

6.77” (172mm) 1.71” 
(43mm)

4.37” 
(111mm)


